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DIRECTIONS:
Use at 1% to 3% in spray wash systems, and mix at 50:1 in immer-
sion systems.
Recommended temperatures for this product is from 120º F to 160º 
F.  Optimum iron phosphate conversion coatings usually are formed 
at 140ºF.  Approximate dwell time needed is 1 to 1-1/2 minutes in 
spray washers and 3 to 5 minutes in immersion systems, Phosphate 
conversion coatings require 30 seconds to form.  The pH of the op-
erating solution should be maintained from 3.0 to 5.0 with optimum 
results at a pH of 4.0. Pump impellers, pump shaft, inlet and outlet 
ports and housing should be made of stainless steel.  Bronze or cop-
per should not be used.

PRECAUTION: AL USARIO: Si usted no lee Ingles, no use este 
producto, hasta que la etiqueta le haya sido explicada ampliamente. 
TO THE USER: If you cannot read English, do not use this product 
until this label has been fully explained to you.

ITEM #2716

DESCRIPTION:
Our product for spray wash and immersion systems, is designed for 
multi-metal pre paint processing.  Steel, iron, zinc, galvanized and 
aluminum parts can be processed using this product.  It will prepare 
zinc, galvanized and aluminum parts for painting by cleaning and 
slightly etching the metal surface.  Use on ferrous metals such as 
iron and steel with this product will not actually produce a phosphate 
coating on aluminum, zinc, and galvanized products.  However, it will 
clean and slightly etch these materials to prepare for painting.  

CAUTIONS:
Contains Sulfuric Acid. De fats skin, irritates eyes. Do not swallow. 
Avoid contact with skin or eyes. For accidental skin contact, wash 
with water. For eye contact, flush thoroughly with water for at least 
15 minutes and get medical attention.     *Contains Hydroflouric Acid*


