
SPRAY TANK CLEANER 
Rocio Tanque Limpiador

DIRECTIONS:
One  pound of product will treat approximately 100 gallons 
of solution.  Exact rates should be determined by the user as 
rates will vary depending on the type, size, and condition of 
the spray tank.  Add approximately 10 - 20 gallons of water 
to the spray tank,  open bypass valve, sparger, or other de-
vice to ensure constant agitation, add product to the spray 
tank, continue filling spray tank to desired level, rinse all ar-
eas of the spray tank with a hose or hand-gun sprayer then 
allow spray tank to agitate and circulate cleaning solution 
for approximately 15 minutes.  Exceptionally dirty or corrod-
ed tanks or tanks that have retained residue for an extended 
period may require additional cleaning time, empty spray 
tank through the boom, hand-gun and other attached out-
lets.  Rinse water will contain pesticide residue and should 
be disposed of according to product label instructions and 
governmental regulations.

TO THE USER: If you cannot read English, do not use this product 
until this label has been fully explained to you. 

ITEM #2102

DESCRIPTION:
Our  Spray Tank Cleaner is an excellent all purpose cleaner 
compound.  It should be used for flushing spray tanks and 
booms when changing from one chemical to another and 
prior to storage of the spray tank equipment.  This product 
will remove any residue from the spray equipment.  It will 
also remove and inhibit rust, neutralize acids including 2.4-
D and it also leaves a protective coating on your spray tank 
equipment during storage.  This product is totally safe to use 
and 100% biodegradable.

CAUTIONS:
Contains alkaline hydroxides. Avoid contact with skin, eyes 
and clothing by use of protective equipment and cloth-
ing.  Do not mix with any other chemicals such as cleaning 
compounds or acids.  External - skin and eyes - flush for 15 
minutes with water. Internal-drink mild solution of vinegar 


